Antenna Systems

Winsig 3.1 Ultra Plus OE Installation Instructions
The WINSIG 3.1 Ultra Original Equipment antenna is a horizontal and vertical plane log periodic antenna. It is designed to be
installed onto a flat section of roof of your caravan or RV. This product is designed and manufactured in Australia specifically
for Australian conditions and antenna will provide superior signal capability in all situations.
INSTALLATION OF THE MOUNTING HARDWARE
1.

Before beginning installation, ensure all power (12v or 240v) is switched off.

2.

Choose a suitable mounting position on the roof in which clearance from all objects is at least 25mm when the antenna
is in the stowed position. This is best achieved by creating a cardboard template of the clearance requirements drawing
(attached), and laying this on the roof of the van. It is also important to check your position on the inside of the van as
the elevating crank and directional handle will need to have a similar 25mm min. clearance to any obstructions.
Notes: A. The rotating housing should always be forward most and the mounting booms extend toward the rear of
the van. This will prevent any undue wind load on the antenna when travelling with the antenna in the stowed position. B. The rotating housing should be installed on a surface which is with 5 degrees of level for best operation. For
sloped roofs, a wedge should be used (RE-2000 exterior and IW-5000 interior) sold separately.

3.

Using the template provided drill the 45mm central hole through both the roof and the ceiling, and the 13mm cable
hole through the roof only. Note: In most cases coaxial cable from the antenna will run through the roof cavity and in
some cases down the wall cavity of the van to the power supply wall plate. This is installation specific.

4.

Centre the elevating shaft within the 45mm hole and align the cable hole and then temporarily secure the mounting
plate to the roof with two of the supplied fasteners and confirm that the base plate is in the intended location, both
with respect to the stowed position of the antenna on the roof and the position of the rotating handle and crank inside
the van.

5.

The coaxial cable (provided) should now be routed from the wall plate position through the wall and roof, and extended
through the roof plate cable hole (we will prepare the correct length of cable and add the F-Type connector on the roof
last). Install the weather boot (grey) over the cable and secure to the boot collar on the base plate.

6.

Remove the two temporary screws, and apply a liberal amount of flexible, UV stable sealing compound the bottom surfaces of the base plate. Make sure to run sealant around each mounting screw hole, there periphery of the mounting
plate, and the RF cable entry hole. This will prevent leaks.

7.

Using the provided screws, secure the base plate to the roof of
the van. Once completed, run a continuous bead of sealant
around the edge of the base plate, and around each screw
head. It is also recommended that a bead of sealant be run
around the base of the cable boot to prevent this from detaching at any point. Note: Do not get any sealing compound on
the surfaces between the rotating housing and the base plate.
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Winsig 3.1 Ultra Plus OE Installation Instructions
INSTALLATION OF THE WINSIG 3.1 ULTRA ANTENNA

Retaining clip detail—opposite side

8.

Slide the gear segment into the upper attachment boom, with the segment oriented as
shown above, and locate both of these into the rotating gear housing (the upper attachment boom has no attached
components). Align the internal gears, and insert a new clevis pin in the upper hole through all three components. Secure the clevis pin with a retaining clip (provided). Note: it is not important at what angle the gears are meshed, but
horizontal or slightly above, works best.

9.

The lower boom can now be installed to the lower hole of the rotating housing, with the bump stop oriented toward
the roof of the van. Insert a second clevis pin, and secure with a retaining clip in the same manner as for the upper
boom.

10.

The horizontal (ultra) antenna assembly can now be slid into place at the other end of each boom, and secured using
the final two clevis pins, and retaining clips. This secures the antenna assembly, and allows it to move through its full
motion. Note: There are two possible orientations for the horizontal antenna, based on your choice at time of purchase. The correct hole for the upper pin is marked LH or RH on the antenna mounting bracket. The correct lower
hole is diagonally opposite, as shown below.
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11.

Now install the vertical plane antenna onto the top tube. Slide the antenna underneath the horizontal antenna onto
the top boom, aligning it with the existing holes, as shown. Secure the antenna to the top boom using the two 8G self
tapping screws provided. These should be hand tight. Note: If using a cordless drill or driver, be careful to set a low
torque setting initially, so as not to strip the formed thread in the aluminium upper boom.

12.

The coaxial cables many now be installed. First lower the antenna assembly, and attach the Horizontal antenna to the
vertical antenna. This requires a shifting spanner. Note: The connectors have inbuilt rubber sealing mechanisms, and
so the need be made firm, but not over tight. Slide the connector boot on the cable over the connector, and the horizontal antenna installation is complete.
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13.

Following the routing shown below, attach the signal booster to the mounting boom. This will be achieved by removing
the adhesive paper from the underside of the booster and attaching it midway between the cable tie retainers. Then
securely retain the cable with a cable tie threaded through the retainer on the upper side of the booster. Note: It is
very important not to bend the RF cable into tight radii, gently bend the cable into generous radii with your thumbs.
This will damage the internal insulation, and affect the resulting reception of the antenna.

14.

Now cut the existing antenna cable from the caravan to a length of 650 mm from the van roof. Install the suppled rubber boot onto the existing cable, and then attach the new connector provided. Note: Detailed installation instructions
for connector are provided on following page.

15.

The final connection of the caravan cable to the lower point on the signal booster can now be made. As before, tighten
firmly, slide the rubber boot in place, and retain the cable to the lower boom with the second cable tie.

16.

The installation is now complete. Return to the inside of the van, fully raise the antenna and orient toward the signal
source. Make sure the power supply (240v AC or 12v DC) is switched on, and remember to retune your TV, as you
should now be receiving more channels in both the vertical and horizontal planes.
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ROUTING THE BROADBAND CABLE
13.

Insert the provided clear plastic firtree cable tie retainer into the free pivot (below left).

14.

Route the broadband antenna cable as shown (below left) and fasten with the provided cable tie.

15.

The coaxial cables for both the Television antenna, and the broadband antenna may now be retained with the provided
cable ties as show in the figure (below right). In each case the cable ties should fasten both cables to the black retainers
firmly.

Fir tree cable tie retainer

Cable ties around both cables
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DETERMINING THE ROOF THICKNESS AND PREPARING THE DIRECTIONAL HANDLE
The supplied hardware is designed to fit roofs with thickness in the range 25mm to 120mm. If your roof to ceiling thickness
is greater than 120mm, please call us or send an enquiry to enquiries@winsig.com.au, as you may need to obtain a directional handle extension (we can help with this).
17.

Inside the vehicle, mark the hexagonal elevating shaft at a distance 38mm below the ceiling, and cut the shaft off horizontally at this point. Note: Cleaning up the surface with a file is also recommended.

18.

Push the directional handle over the shaft and up into the ceiling. Note: the directional handle has two keyways cut
into it of differing sizes, and these will only align in one orientation. Do not force the handle into place!

19.

Once the directional handle is fully seated against the bottom of the base plate, take a measurement from the bottom
of the recess on the handle and the roof. Note: Record this as distance x.

20.

Remove the direction handle, and transfer distance x dimension to the handle as shown. Cut the handle at this mark,
being sure to make this a horizontal cut.

INSTALLING THE DIRECTIONAL HANDLE
21.

Place the ceiling plate on top of the directional handle with the two pointers aligned. Note: the knobs on the directional handle and the recesses on the ceiling plate should be aligned.

22.

Slide the two parts over the rotating shaft, and drill pilot holes for the four provided mounting screws. The screws may
then be fastened to the ceiling as shown.
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INSTALLING THE CRANK ASSEMBLY
23.

Remove the backing from the alignment decal, and install this on the bottom of the directional handle.

24.

Install the spring over the rotating base shaft,

25.

Install the nylon washer over the top of the crank handle.

26.

Now slide the elevating crank handle and nylon washer onto the rotating shaft and secure with the set screw located in
the back of the crank handle. Note: The set screw should be tightened until the screw reaches the rotating base shaft
+ one quarter of a turn only.
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COAXIAL CABLE CONNECTOR INSTALLATION
Before commencing the preparation of your cable, slip the rubber protector boot onto the cable, and slide it out of the way to
allow easy access to the end to be terminated.
1.

Strip outer plastic cover 12mm from end of cable.

2.

Trim away all steel braid and aluminium foil until white plastic insulator
is exposed. Some cable has two layers of this braid and foil. All must be
removed.

3.

Remove 6mm of inner insulation, whilst being careful no to nick the centre copper conductor.

Note: a cable stripper designed specifically for coaxial cables will achieve a
neat and easy result if you have one, but this process can be achieved with a
sharp utility knife if care is taken.

4.

Once the cable has been prepared, slip the provided push-on connector
over the cable. The cable must be installed as far as it will go, such that
the centre copper conductor protrudes from the end of the connector
by a few millimetres.

5.

Pull backward on the connector to ensure that the small tines have engaged, and you connector is firmly in place.

Note: The provided connector is suitable for quad shielded RG6 coaxial cable. If the retainer tines on the connector have not engaged, your van may
have a smaller diameter (dual shielded) cable installed. As every van installation is different, we do not provide multiple connectors in each kit, however these connectors can be obtained by contacting us.
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ALTERNATE CONFIGURATIONS

Winsig 3.1 Ultra Retrofit - Left Hand Installation

Winsig 3.1 Ultra Retrofit - Hybrid Installation
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POWER SUPPLY INSTALLATION
Rear of power supply

Front of power supply
1
2
3
4
5
6
7
8

1.

12V power (PWR) connection from DC source

2.

12V power outlet (primarily for Television, but may be used by other low current appliances if less than 8 AMP )

3.

Primary antenna output connection to television

4.

12V ground (GND) connection

5.

Second antenna output which may be run to a second television elsewhere in the caravan or RV (optional fitting)

6.

Cable input from external antenna. This is non–powered, and can be used to run a remote antenna other than the roof
mounted unit, or an RF cable provided by some parks in areas where reception is poor. (optional fitting)

7.

On/off switch to power supply
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MOUNTING HARDWARE
Roof mount

Ceiling plate and directional handle
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Functional test


Horizontal array



Vertical array



Amplifier

QUALITY ASSURANCE CHECK SHEET

100mm cable ties (3)

In the box


Horizontal antenna (1)



Vertical antenna (1)



In-line amplifier (1)



In-line LTE 694 MHz low pass filter (1)



Mounting booms inc. bump stop and
cable tie retainers (2)



Wall plate power supply (1)



Base plate & gear housing asm (1)



Directional handle and ceiling plate (1)



Elevation crank handle (1)



Elevation gear (1)



5m Coaxial cable RG6—antenna to wall
plate (1)



1.5m coaxial cable RG6 —wall to TV
(1)



F-type RG6 coaxial cable connector (2)



RG6 coaxial cable boot—black (1)



Clevis pins (4)



Clevis retaining clips (4)



10G x 12mm screws—vertical antenna
attachment (2)



10G x 20 (hex head) base plate
mounting screws (10)



Base plate cable boot—grey (1)



Wall plate mounting screws (2)



12V spade connectors– wall plate (2)



Cable tie retainer—clear (1)



Patch harness—SMA to TS9 (1)



Broadband wall plate (1)



4m coaxial cable RG58—broadband (1)

